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ABSTRACT 
Polymer solar cells have emerged as a promising alternative to silicon based solar 
cells. One of the advantages of polymer solar cells is the possibility to use roll-to-
roll techniques for large-scale device production. However, in order to fully utilize 
this technique, several issues need to be resolved. The bottom electrodes of large-
area devices are one critical aspect that typically requires modification with 
interlayers in order to achieve high performance. The main focus of this thesis has 
been on the design, synthesis and evaluation of such interfacial materials. 
In the first part of the thesis, a well performing DPP-based polymer was modified 
with alkoxy side chains to investigate the effect of various polymer properties. In 
addition to a redshift in the absorption, other polymer properties were altered, 
proposing increased flexibility in the polymer chain. 
The effect of adding an ultrathin layer of an amine-functionalized conjugated 
polymer between the cathode and active layer in polymer solar cells is studied using 
four different interlayer polymers. The introduction of these interlayer polymers to 
the device structure resulted in enhanced solar cell performance due to an 
improvement in surface and electrical properties of the substrate electrode. In 
addition, the polymers also improve the photo-stability of devices, mainly as an 
effect of a reduced decrease in open-circuit voltage and fill factor. 
Finally, two fullerene derivatives were used to simultaneously achieve both work 
function modification of the electrode and improved thermal stability of polymer 
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solar cells. The use of fullerene interlayers resulted in higher photovoltaic 
performance. Moreover, the photovoltaic performance is retained in polymer solar 
cell blends that otherwise rapidly deteriorate at elevated temperatures. 
Keywords: polymer solar cells, conjugated polymers, polymer interlayer, stability, 
fullerene derivatives   
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1 INTRODUCTION 
The global energy demand is increasing, especially in fast developing countries 
with a large population such as China and India (Figure 1.1). Today, the world 
power consumption amounts to around 16 TW globally. A majority of the 
consumed energy is generated by fossil fuels which include oil, coal and natural gas 
and only a minor part is generated from renewable energy sources. In order to stop 
the worldwide increase in energy use and reach a sustainable society where 
everyone can have a high life standard, some parts of the world has to decrease their 
energy consumption. To achieve this, the European Union (EU), as well as 
individual governments, has set goals regarding future energy production and 
consumption. Until 2020 the EU is aiming to reduce both Europe's annual primary 
energy consumption and the emission of greenhouse gases (i.e. carbon dioxide, 
nitrogen oxides, methane etc.) by 20 %. [1] The focus will mainly be at the public 
transport and building sectors where the potential for savings is the highest. 
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Figure 1.1: World energy consumption from 1980 to 2012 according to the U.S. Energy Information 
Administration[2] 
There is a growing demand for sustainable energy sources. The term “sustainable” 
refers to that these energy sources should be renewable as well as not increasing the 
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amount of greenhouse gases in the atmosphere (CO2-neutral). Energy sources that 
fulfill these demands are wind power, geothermal energy, hydroelectric power, 
wave power, biomass-based energy and solar energy. 
The energy that Earth receives from the sun would be more than enough to cover 
the energy demand of the planet. Solar cells of different types have gained a lot of 
interest during the last decades. Today, the most commonly used solar cell 
technique is silicon based. This type of solar cell offers high power conversion 
efficiency (PCE) of 25 % on lab scale and 11–16 % in commercial arrays and life 
times of about 20 years. [3] But even though silicon is an abundant and cheap 
material the requirement of high purity and thick silicon-layers makes this type of 
solar cells relatively expensive. Therefore, there is a need for alternative solar 
energy technologies and a lot of research efforts have been put into this area. 
Organic thin-film solar cell technologies e.g. polymer solar cells (PSCs) have been 
shown to be a promising alternative to the silicon-based solar cells. Normally, 
polymers are regarded as insulators, unable to conduct electricity or absorb sun 
light. However, in 1977 Shirakawa, McDiarmid and Heeger published a work 
where polyacetylene (PA) doped with iodine resulted in maximum conductivities of 
approximately 38 S cm
-1
. [4] For their discovery and contribution to development of 
conjugated polymers; Shirakawa, McDiarmid and Heeger were awarded the Nobel 
Prize in chemistry in 2000. [5] Their work opened up for the research of conjugated 
polymers as the semiconducting material in solar cells, light-emitting diodes and 
field-effect transistors. The main advantage of PSCs is the potential of flexible and 
light-weight devices that can be solution processed by cheap and efficient methods 
such as roll-to-roll processing, inkjet printing or spray coating. Nowadays, the 
efficiency of lab-scale devices is ~9-10 %. [6-8] However, in order to compete with 
silicon based solar cells and other energy sources the relatively low stability and 
short life time of PSCs have to be improved. 
The work described in this thesis includes the design, synthesis and characterization 
of conjugated polymers and fullerene derivatives for polymer solar cells. The 
Introduction 
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structure-property relationship is investigated for polymers in the active layer of the 
solar cell as well as for interlayer polymers in solar cells with inverted structure. 
The stability and morphological effect by addition of interlayer polymers or 
fullerene derivatives have also been studied.  
The synthesis and characterization has been done at Chalmers University of 
Technology, Sweden, while device characterization has been performed in 
collaboration with the group of Olle Inganäs at Linköping University, Sweden and 
at IMEC, Belgium. This work has been funded by the EU-project ONE-P under 
grant no. 212311 and the Swedish Energy Agency. 
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2 POLYMER SOLAR CELLS 
This chapter gives an introduction to the relevant aspects of polymer solar cells. 
2.1 Background 
The active layer of PSCs usually consist of a blend of a conjugated polymer as light 
absorbing material and electron donor and a second material, often a fullerene 
derivative, as electron acceptor. To efficiently convert solar irradiation to electricity 
the conjugated polymer in a solar cell need to be able to absorb a substantial 
amount of the available photons. Which photon energies that can be absorbed are 
defined by the band gap (Eg) and absorption coefficient of the semiconducting 
polymer. The absorption coefficient is described as the amount of photons a 
material absorbs at a given wavelength. Ideally, a material should absorb all 
available photons. For the potentially highest power output for a single layer cell 
the band gap should be between 1-1.5 eV or 1250-830 nm, as described by 
Shockley-Queisser (Figure 2.1). [9] 
Figure 2.1: Standardized AM 1.5 solar irradiation spectrum (red) and Shockley-Quiesser maximum 
efficiency limit for a single layer solar cell (black)  
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2.2 Conjugated polymers 
The word polymer originates from the Greek words poly (many) and meros (parts). 
A polymer does indeed consist of many parts, called monomers, which are linked 
together in a long chain to form a polymer. Conjugated polymers consist of a 
backbone chain of alternating single and double bonds. Because of this there will be 
an overlap of p-orbitals which in turn enables delocalization of electrons across the 
polymer backbone, making it a one dimensional semiconductor. The 
semiconducting polymer comprises a highest occupied molecular orbital (HOMO) 
and a lowest unoccupied molecular orbital (LUMO). The band gap of the polymer 
is defined by the difference between these energy levels, which determines the 
minimum energy needed to excite an electron. The simplest example of a 
conjugated polymer is polyacetylene (Table 2.1), consisting of a single carbon 
chain with alternating single and double bonds. Conjugated polymers are promising 
for use as active material in e.g. solar cells, light emitting diodes and field-effect 
transistors. In order to produce commercial polymer electronics the polymers need 
to be solution processable and stable to ensure a long lifetime of the device. Due to 
the low conductivity and poor solubility of polyacetylene it is not suitable for solar 
cell applications. [10,11] Solubility is usually accomplished by incorporation of 
alkyl side chains. Solution processable polymers are necessary for low-cost device 
production through methods such as ink-jet printing or roll-to-roll processing. [12-
14] 
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Table 2.1: Chemical structures of some conjugated polymers 
Polymer Chemical Structure 
Polyacetylene 
 
Polythiophene 
 
Poly(3-hexyl 
thiophene), P3HT  
Polypyrrole 
 
Polyfluorene 
 
Polycarbazole 
 
Conjugated polymers based on aromatic units allows for easy chemical 
modification. This means that properties such as processability, opto-electronic 
properties and stability can be tuned by small changes in the polymers chemical 
structure, resulting in a library of polymers with a wide range of characteristics. 
Both the backbone and the side chains can be chemically modified to achieve 
different properties of the polymer, examples of this is alteration of the energy 
levels for a better coverage of the solar spectrum, or addition of alkyl side chains, 
which will influence both the solubility of the polymer and the interactions with 
acceptor molecules. In order to design polymers with high performance there is a 
need for a detailed understanding on how the chemical structure of the polymer 
influences the polymer properties and the performance of devices (Chapter 3). 
Polymer Solar Cells 
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Figure 2.2: Chemical structure of poly(paraphenylene); aromatic (left) and quinoid form (right) 
For a polymer consisting of aromatic repeating units, the backbone has two 
resonance structures, i.e. the aromatic and the quinoid form (Figure 2.2). Due to the 
localized π-electrons the aromatic form is energetically more stable. However, 
when the π-electrons are delocalized single bonds are converted into double bonds 
and vice versa, making the polymer adopt the quinoid form. This form results in a 
more planar structure with reduced band gap and a red-shifted absorption. The 
lowest possible band gap is achieved when all bonds in the polymer are the same 
length, i.e. equal amount of aromatic and quinoid form.  In order to stabilize the 
quinoid form, donor (D) and acceptor (A) units are co-polymerized to form a so 
called DA-structure. [15] 
2.3 Fullerene derivatives 
Today, the most utilized acceptors in PSCs are fullerene derivatives such as [6,6]-
phenyl-C61butyric acid methyl ester (PC61BM) [16] or [6,6]-phenyl-C71butyric acid 
methyl ester (PC71BM) [17] (Figure 2.3). PCBM are preferred over fullerenes due 
to their solubility in organic solvents. This is a necessary property for solution 
processable donor/acceptor blends for “printable” solar cells. 
 
Figure 2.3: Chemical structures of (a) PC61BM and (b) PC71BM 
Polymer Solar Cells 
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Crystallization of the fullerenes will have a negative effect on the solar cell 
performance. Upon annealing the crystals can grow several micrometres, resulting 
in a poor morphology of the active layer. [18-20] The crystal growth can be limited 
by improving the thermal stability of the blend as will be further discussed in 
Chapter 5. 
2.4 Device architecture 
The earliest type of PSC was based on a single layer of polyacetylene and showed a 
very low efficiency. [21] The performance was later improved by the use of a bi-
layer structure. [22,23] Today, the most common device structure is the bulk-
heterojunction (BHJ), in which the donor and acceptor components are intimately 
mixed in one layer (Figure 2.4). [24,25] This results in a large interfacial area 
between the donor and acceptor material which is beneficial for the formation of the 
charge-transfer state (CT-state) and charge separation (Section 2.5). 
Figure 2.4: Schematics of different solar cell architectures; (a) single layer (b) bilayer and (c) BHJ 
Lab-scale devices are usually prepared on glass substrates coated with indium tin 
oxide (ITO) as the anode. On top of the ITO, a thin layer of Poly(3,4-
ethylenedioxythiophene)-poly(styrenesulfonate)) (PEDOT:PSS) is spin coated 
(Figure 2.5). This will lower the work function of the ITO and make the surface 
smoother. [26] The active layer with the polymer:fullerene blend is deposited on 
top of these layers, usually by spin coating. The cathode is then evaporated on top 
of the active layer. The cathode usually consists of an interlayer of e.g. lithium 
fluoride [27] followed by an aluminium layer. A schematic picture of two 
architectures is found in Figure 2.6. 
  
 
 
   
Cathode Cathode Cathode 
Anode Anode Anode 
(a) (b) (c) 
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Figure 2.5: Chemical structure of PEDOT:PSS 
PSCs are often divided into two types; conventional and inverted device 
architecture. In inverted polymer solar cells (iPSCs), ITO acts as the cathode 
instead of anode as in the conventional device architecture. The conventional 
(standard) architecture is the most common device structure for high performing 
PSCs. Unfortunately, the standard solar cells exhibit short operational life time 
caused by the oxygen- and water-sensitive cathode materials. The inverted device 
structure was developed to overcome this problem and has been shown to have a 
superior stability compared to standard solar cells. [28,29] On the contrary, inverted 
devices often show lower efficiency than conventional PSCs due to a too high 
work-function of the ITO cathode. To improve the electron collection efficiency 
(charge selectivity) at the cathode, and thereby the overall power conversion 
efficiency, significant effort has been made to modify the interface between the 
cathode and the organic photo-active layer. This will be further discussed in 
Chapter 4. Since inverted devices do not require a transparent bottom electrode 
other materials than ITO can be used as electrode material. [30-34] This is an 
advantage of inverted devices since ITO contains indium, which is both rare and 
expensive. [35] The use of more abundant electrode materials would therefore 
reduce the price of PSCs. 
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Figure 2.6: Schematic image of two different device architectures. Standard geometry (left) and inverted 
geometry (right) 
2.5 Working principle of polymer solar cells 
Figure 2.7 illustrates the working principle of solar cells. When the incident light 
reaches the active layer of a solar cell it is absorbed by the polymer if the energy of 
the photon is larger than the size of the polymer band gap. When a photon is 
absorbed it creates an exciton, i.e. a bound electron-hole pair, by exciting an 
electron from the HOMO to the LUMO of the polymer. The exciton then diffuses in 
the polymer-rich phase of the active layer until reaching a donor-acceptor interface. 
An exciton can diffuse approximately 5-8 nm before recombination occurs. [36-38] 
In PSCs employing the BHJ concept the large interfacial area makes it possible for 
the exciton to reach the donor-acceptor interface within this diffusion length. In a 
well-mixed blend, the donor and acceptor material are in direct contact with each 
other and therefore no diffusion is needed. At the donor-acceptor interface, electron 
transfer occurs and a CT-state consisting of an electron in the LUMO if the acceptor 
and a hole in the HOMO of the donor is formed. This is followed by charge 
separation of the CT-state into free charges and a subsequent charge transport to the 
electrodes where collection of charges occurs. Exciton dissociation can only take 
place if the LUMO of the donor and the LUMO of the acceptor are separated by ~ 
0.3 eV (∆cs) [39,40], otherwise it would not be energetically favourable for the 
electron to leave the donor and hence there would be no driving force for the 
electron transfer. 
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Figure 2.7: Working principle of a polymer solar cell 
A good charge collection is important for the overall efficiency of a PSC. This 
means that the generated charges need to be transported to the electrodes without 
recombination. In order to achieve this, the active layer needs to offer continuous 
pathways for charge extraction. The challenge of generating both large interfacial 
area and continuous pathways to the electrodes simultaneously explains why it is 
important to be able to control the morphology of the active layer in order to 
produce PSCs with high efficiency. The morphology can partially be influenced by 
suitable choice of solvent or by addition of a small amount of slow evaporation 
solvent during spin coating. [41] 
2.6 IV-characteristics 
The performance of a PSC is usually evaluated by illumination of the device with a 
solar simulator. For northern European latitudes an air-mass (AM) 1.5G spectrum is 
used, corresponding to a solar inclination angle of 48.2°. The commonly used lamp 
intensity is called 1 sun (1000 W m
-2
) and corresponds to the sunlight intensity on a 
bright day (no cloud coverage) at zero altitude on Earth.  
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Figure 2.8: Current density-voltage characteristics for a solar cell 
When illuminated, a PSC will generate a photocurrent. The devices are then 
evaluated using the IV-curve produced by normalising the generated photocurrent  
(I) in regard to device area and plotting it against the voltage (V) (Figure 2.8). Four 
important parameters extracted from the IV-curve are the short-circuit current 
density (JSC), which is the photocurrent divided by the area under short-circuit 
conditions, i.e. when no voltage is applied. The open-circuit voltage (VOC) is 
achieved at zero photocurrent. The VOC of a device is dependent on the difference 
between the HOMO of the polymer and the LUMO of the acceptor and can be 
correlated to the energy of the CT-state. [42] The maximum power point (MPP) or 
solar cell efficiency (η) is the point where the power is the highest. The fill factor 
(FF) describes the shape of the IV-curve and is given by the ratio between the MPP 
and the product of JSC and VOC.  
2.7 Polymerization reactions 
Over the years, many polymerization reactions have been used to synthesize 
conjugated polymers. [43] In the work presented in this thesis, Suzuki cross-
coupling [44] and Stille cross-coupling [45] have been employed. 
J
SC
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2.7.1 Suzuki cross-coupling polymerization 
In 2010 Akira Suzuki, Ei-ichi Negishi and Richard F. Heck were awarded the 
Nobel Prize in chemistry for palladium-catalyzed cross couplings in organic 
synthesis. [46] The Suzuki cross-coupling reaction involves the formation of sp
2
-
hybridized carbon atoms. The method is described in Figure 2.9 and employs the 
use of a palladium catalyst and a base to facilitate the reaction between a halide or a 
triflate and a boronic compound. [44] The first step in the mechanism is oxidative 
addition of the halide to the palladium(0), forming a palladium(II) complex. The 
reaction cycle continue with a transmetallation step with the boronic compound, 
catalyzed by a base. In the final step, the product is expelled by reductive 
elimination, regenerating the palladium(0) catalyst.  
 
Figure 2.9: Reaction mechanism of a Suzuki cross-coupling reaction 
2.7.2 Stille cross-coupling polymerization 
The Stille cross-coupling reaction (Figure 2.10) involves the formation of sp
2
-
hybridized carbon atoms. The method employs the use of a palladium catalyst to 
facilitate the reaction between a halide or a triflate and an organotin compound. The 
reaction mechanism is similar to that of the Suzuki cross-coupling, the difference is 
the absence of a base in the Stille cross-coupling. This allow for polymerization of 
base sensitive monomers. A problem with the Stille reaction is the toxicity of the 
Polymer Solar Cells 
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organotin compounds. [47] This is a disadvantage compared to Suzuki cross-
coupling, both at lab-scale and for future up-scaling of the process. 
 
Figure 2.10: Reaction mechanism of a Stille cross-coupling reaction 
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3 DIKETOPYRROLOPYRROLE-BASED 
POLYMERS 
In this chapter, a well performing polymer is modified with alkoxy side chains to 
investigate the effect of various polymer properties. 
3.1 Introduction 
The diketopyrrolopyrrole (DPP) unit (Figure 3.1) is an acceptor often used in 
conjugated polymers. It originates from a strongly colored dye commonly known as 
Ferrari Red, or Red Pigment 254. The synthesis of DPP can be performed in a few 
simple steps from commercial products, making it an attractive material for 
photovoltaic devices. Since DPP is a planar unit it promotes π-π stacking, thereby 
promoting high charge carrier mobility. [48,49] The π-π stacking and optical 
properties of the material can be tuned by adding different donor units to the DPP-
copolymer backbone. [50,51] Attachment of alkyl side chains onto the nitrogen 
atoms in the DPP unit improves the solubility of the material, which is crucial for 
solution processability and film forming ability of the polymers. [52] 
Figure 3.1: Chemical structure of the unsubstituted DPP unit used in this work 
In 2010 Bijleveld et al. reported a copolymer based on 2,5-bis(2-hexyldecyl)-3,6-
di(thiophen-2-yl)pyrrolo[3,4-c]pyrrole-1,4(2H,5H)-dione and a benzene spacer. 
Photovoltaic devices based on a blend of this copolymer (PDPPTPT, hereafter P1) 
and PC71BM reached good power conversion efficiency of 5.5% after optimization 
with a processing agent. [53] In an attempt to improve the properties of the polymer 
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alkoxy side chains were added on the phenyl spacer, resulting in a red shift in 
absorption. The oxygen gave rise to a shift of the HOMO level towards vacuum and 
thereby a reduced band gap. [54-57] However, structure-property relationships are 
usually not straightforward since a structural alteration usually affects additional 
properties aside from the desired ones which could have an impact on the final 
performance of a device. In an attempt to ascertain structure-property relationships 
more specifically derivatives of P1 was synthesized with methoxy (P2) and 
octyloxy (P3) side chains on the benzene ring. Also well-defined oligomers based 
on P1 and P2 were synthesized to verify structure-property relationships (Paper II). 
3.2 Synthesis 
The benzene monomer was synthesized starting from hydroquinone. The 
dibrominated dialkoxy benzene was obtained after alkylation and subsequent 
bromination with NBS. The corresponding diboronate ester was attained after 
lithiation with n-butyllithium. The polymers were synthesized with Suzuki cross-
coupling (Scheme 3.1). The monobrominated DPP-unit used for oligomer synthesis 
was attained after N-alkylation and bromination with NBS. The desired product was 
identified by matrix-assisted laser desorption/ionization time-of-flight (MALDI-
TOF). 
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Scheme 3.1: Synthetic route for DPP-based polymers and oligomers 
3.3 Physical and optical properties 
The polymer synthesis resulted in reasonable molecular weights. The octyloxy side 
chains on P3 yielded a higher molecular weight due to improved solubility. 
Table 3.1: Physical properties of polymers and oligomers 
Material Mn 
(kg/mol)
a
 
PDI TGA
b
 
(°C) 
Tm
c
 
(°C) 
Tc
c
 
(°C) 
HOMO
d
 
(eV) 
LUMO
d
 
(eV) 
 
P1 15 1.5 415 >350 >350 -5.10 -3.58 
P2 12 2.7 336 >300 260 -4.89 -3.55 
P3 29 2.3 347 240 190 -4.88 -3.56 
O1 - - 257 153 110   
O2 - - 341 181 148   
aMeasured against polystyrene standard in TCB at 135°C, bunder nitrogen atmosphere, 1% weight loss, 
cdetermined from the 2nd heating scan via LUMO-Eg, opt 
ecalculated via oxidation or reduction peak onset, 
-(Ered + 5.13) 
1% wt. loss 
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Thermogravimetric analysis (TGA) (Table 3.1) indicated a good thermal stability 
but that it is somewhat decreased by introduction of the alkoxy side chains. Melting 
and crystallization temperatures were determined by differential scanning 
calorimetry (DSC) (Table 3.1). The results show a decrease of these temperatures 
with increasing length of the alkoxy side chain, caused by increased flexibility of 
the polymer chain. The opposite trend was observed for the oligomers, where the 
methoxy substituted oligomer (O2) display higher melting and crystallization 
temperature than the unsubstituted oligomer (O1). The cause of this result is 
unknown and needs to be further investigated. The difference in Tm/Tc trend 
between polymers and oligomers is likely caused by incomplete representation of 
the polymers by the oligomers due to symmetry reasons. 
Figure 3.2: UV-Vis absorption of dilute polymer solutions (CHCl3, ~16 mg L
-1) (left) and solid state, 
spun from ~10 mg mL-1 CHCl3 solutions (right) 
A redshift of absorption is seen for the alkoxy substituted polymers, both in 
chloroform solution and in thin film. This is caused by the shift of HOMO towards 
vacuum (Table 3.1) due to the electron donating effect of the alkoxy side chains. 
The alkoxy substituted polymers also show a broader and less strong absorption 
maxima in solution compared to P1, which has a higher solution absorption 
coefficient (Figure 3.2). This could be attributed to the stiffer backbone which 
either promotes intra chain aggregation or a more rod-like behavior which 
decreases the conformational distribution in the polymer chain, resulting in a less 
broad absorption. The increased flexibility of the alkoxy substituted polymer chains 
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compared to P1 indicated by these results will likely have an effect on the blend 
morphology and performance of the final PSCs. 
3.4 Photovoltaic performance 
Polymer:PC71BM solar cells were prepared using 1,8-diiodooctane (DIO) as co-
solvent (Table 3.2). Both P2 and P3 based devices result in a lower voltage, likely 
caused by the reduced difference between the HOMO of the donor and the LUMO 
of the acceptor due to the electron donating effect of the alkoxy substitution. The 
lower current compared to P1 based devices is reflected in the lower external 
quantum efficiency (EQE) in the 600-800 nm absorption region (Figure 3.3).  
Table 3.2: Photovoltaic data of devices based on polymer:PC71BM blends 
Material Polymer:
PC71BM 
(w:w)  
Thickness 
(nm)  
RMS 
blend 
(nm) 
JSC 
(mA/cm
2
)  
VOC 
(V)  
FF η 
(%) 
P1 1:2 125 2.77 8.4 0.78 49 3.2 
P2 1:2 80 10.9 3.4 0.59 45 0.9 
P3 1:2 77 4.27 7.1 0.60 46 2.0 
Active layers spun from 5-15 mg mL-1 polymer:CHCl3 with 23 mg mL
-1 DIO. Device architecture 
ITO/PEDOT:PSS/active layer/Yb/Al 
Figure 3.3: IV-curve (left) and EQE (right) for Polymer:PC71BM solar cells 
P2 based devices show a drastically lower current compared to both P1 and P3 
based devices. A possible explanation for this can be found via Atomic force 
microscopy (AFM), which reveals similar blend morphology for both the P1 and 
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P3:PC71BM based blends. Whereas the P2:PC71BM blend show a distinctly 
different morphology, which can be seen in Figure 3.4. However, here P1 display a 
lower photovoltaic performance then what has previously been reported. [53] It is 
therefore possible that both P2 and P3 might reach higher efficiencies after 
optimization with proper processing agents. 
Figure 3.4: AFM topographical images (5x5 μm) for the P1, P2 and P3:PC71BM blends respectively 
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4 POLYMER INTERLAYERS 
As discussed in Section 2.4 PSCs are often divided into two types; conventional and 
inverted device architecture. Problems found in inverted solar cells but not in 
standard devices must be related to device architecture. This Chapter describes the 
use of a conjugated polymer interlayer at the cathode to solve some of the problems 
related to the inverted device structure. 
4.1 Introduction 
Inverted polymer solar cells have shown a superior stability compared to devices 
with conventional architecture. However, losses are often found due to limitations 
at the active layer/electrode interface, which can reduce the device performance. 
Problems related to the device architecture of iPSCs are likely caused by electrical 
or surface properties of the electrodes. For example, iPSCs often show a lower PCE 
compared to conventional PSCs due to a too high work function of the ITO 
cathode. Both conventional and inverted solar cells are usually based on an ITO 
substrate. The work function of ITO is ~4.3-4.7 eV [58-61] which means that it is 
not aligned to either the HOMO of the donor or the LUMO of the acceptor. This 
non-ohmic contact at the ITO/donor and ITO/acceptor interface means that ITO is 
not a charge selective contact (i.e. can collect both electrons and holes) which will 
affect the maximum attainable VOC of devices. To improve the charge selectivity of 
the cathode, and thereby the overall performance of the device, a lot of research has 
been put into modifying the interface between the cathode and the active layer. The 
requirements for an interlayer material is that it should provide a good ohmic 
contact with the acceptor material, efficiently transport electrons and block positive 
charges (hole blocking). In addition, the interlayer material should be stable and not 
increase the series resistance in the device. One way to improve the efficiency of 
iPSCs is by coating the cathode surface with a metal oxide layer, e.g. ZnO or TiO2. 
Unfortunately, the hydrophilic surface of the metal oxides can induce an undesired 
blend morphology of the active layer, thus having a negative effect on the solar cell 
performance. [62] 
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Figure 4.1: Chemical structures of some interlayer polymers used in organic photovoltaics 
Conjugated polyelectrolytes and uncharged conjugated polymers (Figure 4.1) have 
been used as an alternative to the metal oxides to modify conditions for charge 
injection, energy level alignment and surface energy at the interface between the 
cathode and the active material in both light emitting diodes and PSCs. [63-66] The 
improvement in device performance arises from changes in electronic and orbital 
interactions at the interface. The interlayer material is chemically or physically 
absorbed onto the electrode surface, creating a molecular dipole at the surface. It 
has been shown that polymer interlayers can induce a shift in the work function of 
not only ITO but also other cathode materials, such as metals, metal oxides and 
graphene. [66,67] The altered work function of the cathode is a better match to the 
LUMO level of the acceptor in the active layer, resulting in an improved electron 
extraction. The solution processability and mechanical robustness of the polymer 
interlayers make them a good alternative to metal oxides. 
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4.2 ITO free inverted polymer solar cells 
Today, most organic solar cells are constructed on ITO covered substrates, which 
considerably increases the production cost of PSCs. It would therefore be very 
beneficial to replace the ITO with a less expensive electrode material. 
Consequently, inverted ITO-free solar cells (iIFSCs) was introduced, based on an 
Al cathode coated with a layer of Ti or Cr to prevent formation of aluminium oxide 
at the cathode surface. However, this type of solar cell architecture has not attracted 
much attention due to the low photovoltaic performance compared to solar cells 
with more conventional device structures. The problem with low performance is 
related to the device architecture and is likely caused by the electrical properties of 
the electrodes or surface properties of the cathode. In Paper I, an ultrathin cathode 
interlayer of an uncharged conjugated polymer, poly(3,3′-([(9′,9′-dioctyl-9H,9′H-
[2,2′-bifluorene]-9,9-diyl)bis(4,1-phenylene)]bis(oxy))bis(N,N-dimethylpropan-1-
amine)) (PFPA-1), is used to overcome some of the electrical and morphological 
issues with iIFSCs. PFPA-1 was designed to be a hole blocking layer with a deep 
lying HOMO level and a wide band gap, thereby increasing the charge selectivity 
and in turn FF due to a reduction in surface recombination of holes at the cathode 
interface. The amine groups at the end of the side chains will induce a dipole, thus 
enabling the polymer to bind to the cathode surface, thereby influencing the work 
function of the cathode. The change in work function is proportional to the 
magnitude of the dipole and is therefore sensitive to the alignment of polar and non-
polar groups relative to the substrate. 
4.2.1 Synthesis 
The synthetic route and reaction conditions for PFPA-1 are depicted in Scheme 4.1. 
Starting from 2,7-dibromofluorene, 2,7-dibromo-9H-fluoren-9-one was obtained 
after oxidation. [68] The product was then reacted with phenol according to 
literature procedures. [69] The amine-substituted monomer was thereafter accessed 
via an alkylation reaction with 3-dimethylamino-propylchloride hydrochloride and 
purified by column chromatography. The polymerization between the amine-
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substituted monomer and the boronic ester was performed with Suzuki cross-
coupling. 
 
Scheme 4.1: Synthetic steps to PFPA-1. Reaction conditions: (a) CrO3, Ac2O; (b) Phenol, MSA, 
HS(CH2)2COOH; (c) K2CO3, Cl(CH2)3N(CH3)2; (d) 2Pd
0(dba)3, Aliquat 336, K3PO4, Tri-o-
tolylphosphine 
4.2.2 Energy levels 
Square-wave voltammetry (SWV) measurements (Figure 4.2) show the HOMO and 
LUMO levels of PFPA-1 to be 6.1 eV and 2.9 eV. The deeper lying HOMO, 
compared to TQ1 in the active layer (5.7 eV) [70], could reduce the undesired 
charge flow at the cathode interface, thus leading to an improved FF. 
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Figure 4.2: SWV of the thin films of PFPA-1, TQ1 and PC71BM (left) and chemical structure of TQ1 
(right) 
4.2.3 Photovoltaic performance 
Conventional and iIFSCs were constructed using PC71BM as acceptor according to 
the device structures in Figure 4.3. PFPA-1 was spin coated on top of the TiOx 
surface from toluene solution and then rinsed with neat toluene or o-
dichlorobenzene solvent to remove most of the physically absorbed polymer, 
leaving an ultrathin (<10 nm) layer of PFPA-1. 
 
Figure 4.3: Schematic device structure of iIFSC (left) and conventional solar cell (right) 
Performance parameters are listed in Table 4.1. The iIFSC incorporating the PFPA-
1 interlayer show considerably higher FF than the solar cells with the unmodified 
cathode. The increase in FF is ascribed to the hole blocking ability of the interlayer, 
resulting in a reduced undesired charge flow at the cathode interface. The increased 
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FF is also seen in the IV-curves where the iIFSCs with PFPA-1 show a reduction in 
the dark current (Figure 4.4). 
Table 4.1: Photovoltaic performance of solar cells based on TQ1:PC71BM 
Device architecture 
JSC  
(mA/cm
2
) 
VOC 
 (V) 
FF 
 
η  
(%) 
Conventional 8.98 0.87 0.67 5.23 
Inverted without PFPA-1 8.82 0.78 0.53 3.65 
Inverted with PFPA-1 10.40 0.78 0.64 5.19 
Devices with PFPA-1 also show an increase in JSC compared to both conventional 
devices and iIFSCs without PFPA-1. The reason for this is most likely an effect of 
increased surface area between donor and acceptor due to a more beneficial 
morphology caused by a change in the cathode surface energy. [62,71] 
Figure 4.4: IV-curves for the solar cells under illumination. Inset: Dark IV-curves for the iIFSC with and 
without PFPA-1 
4.2.4 Surface modification 
The surface energy of the TiOx/Al cathode was investigated with water contact 
angle measurements on both PFPA-1 modified and unmodified electrode. It is clear 
that there is a major change in surface energy (Figure 4.5). The neat metal surface 
showed a highly hydrophilic surface with a contact angle of 13° whereas the PFPA-
1 treated surface had a contact angle of 70°. This clearly shows that there is still 
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PFPA-1 on the cathode surface after rinsing with neat solvent that will not be 
redissolved into organic solvents. The free electron pair on the PFPA-1 side chains 
likely binds to acidic sites on the TiOx surface. It has previously been shown that 
acidic surface sites of TiO2 coordinate to pyridine end groups in dyes, relevant for 
Grätzel solar cells. [72] 
Figure 4.5: Water contact angle of neat TiOx without PFPA-1 (left) and with PFPA-1 (right) 
A difference in morphology between PFPA-1 modified and unmodified sample is 
observed with topographical AFM images. This difference could correspond to a 
finer structure with increased interfacial area between donor and acceptor, resulting 
in the significant increase in JSC for devices with PFPA-1 (Figure 4.6). In untreated 
samples, there is a stronger phase separation between TQ1 and PC71BM and the 
root mean square (RMS) surface roughness is 1.37 nm. In the PFPA-1 treated 
samples the active layer is more homogenous with an RMS value of 0.862 and a 
visibly more even surface. 
Figure 4.6: AFM topography images (2 μm x 2 μm). (a) TQ1:PC71BM = 2:5 on TiOx/Al (RMS = 1.37 
nm), (b) TQ1:PC71BM=2:5 on PFPA-1 modified TiOx/Al (RMS = 0.862 nm) 
  
Neat TiOx/Al-w/o PFPA-1  
13° 
TiOx/Al-w/ PFPA-1  
70° 
0 nm 
15 nm 
(a) (b) 
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4.3 Influence on device stability 
Inverted polymer solar cells often show an improved long-term stability compared 
to conventional PSCs. [73,74] Even though the use of an interlayer is necessary to 
improve the photovoltaic performance of inverted devices, not much work has been 
done on how the chemical structure of these interlayers and their stability influence 
the life time of the final device. In Paper III, the structure-property relationship in 
respect to stability of four polymer interlayer materials is evaluated on both device 
performance and stability. The results are compared to both devices using TiO2 [75] 
as interlayer as well as devices with no interlayer. The well-studied conjugated 
polymer P3HT is used in the active layer together with PC61BM.  
4.3.1 Synthesis 
The chemical structures of monomers and polymers P2-P4 are shown in Scheme 
4.2. PFPA-1 is here called P1 and used as reference to previous work as it has 
shown excellent performance as interlayer material in iPSCs. The three new 
interlayer materials are partially derived from PFPA-1 but the fluorene monomer 
has been exchanged to carbazole (P2), silafluorene (P3) and benzodithiophene (P4) 
units respectively. These structures have previously been reported to have a higher 
photochemical stability than fluorene. [76,77] 
Polymers P1-P3 was synthesized with Suzuki cross-coupling. P4 was synthesized 
with Stille cross-coupling and then end capped with 2-(tributylstannyl)-thiophene 
and bromobenzene subsequently to remove the residual stannyl end groups. 
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Scheme 4.2: Chemical structures of monomers and polymers (P2-P4) 
4.3.2 Energy levels 
As seen in Figure 4.7, all the interlayer materials have a deeper lying HOMO level 
(between -5.7 eV and -6.1 eV) than P3HT (-5.3 eV) and the ITO cathode (~ -4.3 
eV). As a result of this, all four interlayers have hole-blocking abilities and can thus 
contribute to an improved FF in iPSCs. The benzodithiophene unit will act as a 
stronger donor than the other monomers, resulting in a smaller band gap in P4 
compared to the other three interlayer polymers. Both the HOMO and the LUMO 
level are closer to the energy levels of P3HT than in the other three polymers, 
which have similar HOMO and LUMO levels.  
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Figure 4.7: Energy level diagram for the four interlayer polymers (P1-P4) as well as for the materials in 
the active layer (P3HT and PC61BM) 
4.3.3 Polymer stability 
To investigate the photo-chemical stability of the interlayers, thin polymer films 
were spin-coated on glass. The samples were illuminated under 0.5 sun intensity 
with a solar simulation system in ambient air. During illumination, the samples 
were placed on a black metal surface holding 50 °C. The UV-Vis absorbance 
spectra of the samples were recorded from 300 to 1100 nm. The degradation of the 
polymers was monitored by the maximum peak value. The remaining peak 
absorbance (Amax, remaining) relative to the start value of the peak absorbance (Amax, 
start) was used to monitor the degradation:  
𝐴𝑚𝑎𝑥,𝑟𝑒𝑚𝑎𝑖𝑛𝑖𝑛𝑔 =
𝐴𝑚𝑎𝑥
𝐴𝑚𝑎𝑥,𝑠𝑡𝑎𝑟𝑡
× 100 
where Amax is the maximum absorbance at given point. 
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Figure 4.8: Amax, remaining measured with a UV-Vis spectrometer on thin films of P1 (diamonds), P2 
(squares), P3 (circles) and P4 (stars) after aging under simulated solar irradiation 
As seen in Figure 4.8, the four interlayer polymers have similar photo-chemical 
stability but P1 possess a slightly higher degradation rate (Amax, remaining ~25% after 
4h) compared to P3 (Amax, remaining ~35% after 4h) which seem to be somewhat more 
stable. It seems like the stability of the polymer interlayers are mainly affected by 
incorporation of the amine-containing moiety since this unit is present in all four 
polymers. 
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4.3.4 Photovoltaic performance and life time  
Device stability was measured on non-encapsulated samples following the ISOS-L-
2 protocol. [78] Samples were exposed to continuous illumination of 1 sun intensity 
and AM1.5G spectrum filter in N2 atmosphere. The initial performance of P1, P3 
and P4 is 3.12 % compared to 3.6 % of a sample using TiO2 as interlayer. The 
initial and final (after 400 h ageing) device parameters are listed in Table 4.2. All 
the interlayers improve the device performance significantly compared to devices 
without interlayer. The major effect of the interlayers is the stabilization of the VOC 
where both the polymer interlayers and the TiO2 reduce the degradation of the VOC 
in the so called burn-in stage during the first 100 h (Figure 4.9). The drop in VOC 
and FF for devices without interlayer is likely caused by the shift in work function 
of the ITO cathode when illuminated with UV-light, leading to a non-ohmic contact 
at the interface between the electrode and the active layer. [79] The reduction of JSC 
is slightly higher in devices with polymer interlayers than in devices with TiO2. 
However, it is difficult to determine the effect of the interlayers as the drop in JSC is 
strongly influenced by structural changes in the P3HT:PC61BM blend. [80] 
Table 4.2: Device performance initially and after 400 h of ageing, the reference sample is without any 
interlayer. Values are averaged over 8-12 cells on the same substrate measured on devices with inverted 
architecture and the following stack: ITO/interlayer/P3HT:PC61BM/MoO3/Ag 
  Initial   After 400 h  
Interlayer 
 
VOC 
(V) 
JSC 
(mA/cm
2
) 
FF 
 
PCE 
(%) 
VOC 
(V) 
JSC 
(mA/cm
2
) 
FF 
 
PCE 
(%) 
Reference 0.53 8.37 49.66 2.18 0.44 5.99 47.19 1.23 
P1 0.60 8.59 61.52 3.12 0.59 5.91 59.94 2.06 
P2 0.59 8.60 55.07 2.78 0.56 6.23 57.35 2.05 
P3 0.60 8.56 61.74 3.12 0.59 5.57 56.63 1.82 
P4 0.60 8.54 61.06 3.12 0.58 6.23 63.72 2.27 
TiO2 0.60 8.62 69.30 3.60 0.58 7.41 58.42 2.51 
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Figure 4.9: Evolution of the device performance under continuous solar illumination of inverted cells 
with different interlayers. Values are averages on 2-4 cells and normalized to their initial level. Samples 
are kept at 40±5 ˚C 
The information from the device performance and ageing together with the photo-
chemical stability of the polymers can allow for selection of the interlayer material 
with the most robust performance. In this particular study, that material seems to be 
P4, although the differences between the long-term stabilities are small. In general, 
there are no major differences, neither between the different polymer interlayers, 
nor between the polymers and TiO2. However, processing of TiO2 has been 
extensively optimized for high initial performance and stability, which was not the 
case for the polymer interlayers. In oxide layers the interstitial states and variation 
in oxygen content can lead to significant variation in performance and stability. [81] 
Due to lack of such structural variability, polymer interlayers can offer a more 
reproducible process. 
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4.3.5 Electrode stability 
In Paper V, PFPA-1 and PEIE (Figure 4.1) are used to modify ITO electrode 
surfaces in order to investigate the resultant work function and its stability in 
ambient atmosphere. Concordant with previous studies, Ultraviolet photoelectron 
spectroscopy (UPS) measurements of PEIE and PFPA-1 covered ITO was found to 
reduce the work function from 4.6 eV to 3.5 eV and 3.65 eV respectively. [66,82] 
After the initial work function measurements the samples were exposed to air and 
moisture by on-shelf storage at room conditions. Subsequent UPS measurements 
were performed on the samples 24 hours, two weeks and four weeks after the first 
measurement (Figure 4.10). After 24 hours of air exposure the work function for 
PEIE modified ITO was unchanged, whereas PFPA-1 modified ITO had an 
increased work function of 3.8 eV hence indicating that PEIE modified ITO 
samples are slightly more stable in the first 24 hours. After ageing for two weeks 
the work function of PEIE modified ITO was measured to 3.8 eV and the work 
function of PFPA-1 modified ITO had increased to 4.1 eV. The work function of 
the samples was found to stabilize in two weeks thus the work function was 
unchanged after 4 weeks of ageing. 
Figure 4.10: Change in work function of PEIE and PFPA-1 modified ITO measured over a period of 4 
weeks 
To understand the origin of the change in work function, metastable induced 
electron spectroscopy (MIES) [82] was used to study PEIE and PFPA-1 modified 
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ITO samples and changes induced as a function of time. MIES is a highly surface 
sensitive technique which measures the electronic density of only the topmost 
surface and is therefore sensitive to molecular orientations, whereas UPS has a 
probing depth of ~2-3 nm. The MIES data are displayed in Figure 4.11 (a) and (b). 
The intensity of the peak at 4 eV that corresponds to the N-side groups and OH 
groups was reduced to ~80 % after two weeks for the PEIE modified ITO. This 
suggests a rearrangement of the OH and N-side groups away from the surface, 
changing the composition of the surface and thereby resulting in an increase in 
work function.  
Figure 4.11: MIES spectra of (a) PEIE and (b) PFPA-1 films on Si and ITO 
For the PFPA-1 modified ITO the peak at 4 eV practically disappears after two 
weeks thus suggesting a complete re-orientation of the polar side chains towards the 
substrate, resulting in an aliphatic carbon dominated surface. However, after two 
weeks of ageing in ambient  air atmosphere the work function of PEIE and PFPA-1 
modified ITO was still 0.8 eV and 0.5 eV lower than for unmodified ITO and 
comparable to the work function of Al, Ag and ZnO [83] that are commonly used as 
cathode or cathode interfacial layers in organic solar cells. The work function of 
these modified electrodes can therefore be regarded as fairly stable under ambient 
conditions and potentially suitable for use in roll-to-roll production.  
 
 
(a) (b) 
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5 FULLERENE DERIVATIVES 
In this chapter, two fullerene derivatives are used to simultaneously achieve both 
work function modification of the electrode and improved thermal stability of 
inverted polymer solar cells. 
5.1 Introduction 
As mentioned in Chapter 2, the active layer of a polymer solar cell consists of a fine 
blend of a donor polymer and an electron accepting fullerene derivative. The blend 
nanostructure is critical for achieving a high photovoltaic performance. The use of 
roll-to-roll processing for large scale production is one advantage of polymer solar 
cells. However, several issues must be resolved before the efficiencies of lab-scale 
devices can be reproduced. Two critical aspects concern (1) the inverted geometry 
of large-area devices that typically require modification of the bottom electrode 
with interlayers, and (2) the thermal stability of the polymer:fullerene bulk-
heterojunction nanostructure. Unfortunately, suitable interlayer materials tend to be 
unstable under ambient conditions, which is a prerequisite for a large scale roll-to-
roll production process. A self-assembly approach can be employed to circumvent 
the poor air stability of interlayer materials, as for instance demonstrated by Ma et 
al. [84] A second fullerene derivative that featured a tertiary amine-functionalized 
tail was added to a poly(3-hexylthiophene):fullerene blend. Self-assembly of the  
functionalized fullerene on the bottom electrode during spin-coating led to the 
formation of an interlayer that favorably modified the surface energy of the 
electrode hence reducing the driving force for vertical phase separation of the 
photovoltaic blend. The incorporation of a self-assembling cathode interlayer 
directly into the active layer blend is beneficial for roll-to-roll processing 
techniques as it removes the step of fabricating an additional layer of interface 
material before deposition of the active layer. 
The roll-to-roll process usually involves several heating steps in order to achieve 
rapid solvent removal. Polyethylene terephthalate (PET) is the most likely substrate 
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and permits processing temperatures of up to 140 °C. [77,85] It is therefore crucial 
that the polymer:fullerene blend nanostructure is thermally stable at these 
conditions. The non-equilibrium nanostructure that the polymer:fullerene blends 
tend to form after deposition from solution can usually be preserved as long as the 
material is kept below the blend glass transition temperature [20,86,87], which for 
most materials is lower than the required processing and operating temperatures. 
When heated above this temperature, polymer:fullerene blends tend to coarsen and 
in addition, micrometer sized fullerene crystals start to grow [88,89], which is 
detrimental for the device performance as they act as charge traps and inhibit 
efficient charge transport to the electrodes. [18-20] The thermal stability of the 
blend can be improved by using different fullerene mixtures or nucleation agents 
that will either hinder the crystallization [90-94] of the fullerene or result in a 
controlled nucleation, reducing the crystal size. [95,96] Depending on the 
functionalization of the second fullerene, it can also be used as a self-assembling 
interlayer. [84] This will provide a more favorable surface energy of the electrode, 
thereby reducing the driving force for vertical phase separation of the 
polymer:fullerene blend.  
In paper IV the effect of incorporating two different fullerene derivatives (PCBA 
and PCBP, Scheme 5.1) into the active layer of inverted TQ1:PC61BM solar cells   
were investigated in regard to the blend nanostructure, thermal stability and device 
performance. The chemical structures of the fullerene derivatives (Figure 5.1) in 
paper IV was designed in such a way as to provide good characteristics for 
modification of the cathode interface together with the supposition of positive 
effects on the blend nanostructure and thermal stability. The amine group on PCBA 
is similar to the one on the polymers described in Chapter 4. This type of amine 
group has previously been shown to absorb to a number of different substrates, 
including ITO [97], and is therefore likely to induce an enrichment of PCBA at the 
cathode. The nitrogen atom in the pyridine group on PCBP has similar chemical 
properties as the tertiary amine on PCBA and is therefore also expected to enrich at 
the ITO cathode. In addition, pyridine groups, have been reported to coordinate to 
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C60 [98], thus providing a prospect for a more thermally stable device and blend 
nanostructure [99].  
Figure 5.1 Chemical structures of TQ1, PCBM, PCBA and PCBP 
5.2 Synthesis 
PCBA and PCBP were synthesized starting from PC61BM using a simple 
transesterification reaction. PCBM and 2-(dimethylamino)ethanol (for PCBA) or 4-
(pyridin-4-yl)butan-1-ol (for PCBP) are dissolved in ortho-dichlorobenzene 
(oDCB) in a 1:10 molar ratio. A 0.4 molar equivalent of dibutyltin oxide is added as 
catalyst. The mixture is heated to 80 °C under N2 atmosphere and monitored by 
MALDI-TOF until completion. The resulting mixture is precipitated into MeOH 
and filtered. The obtained dark brown powder is subsequently purified with a short 
silica column (9:1 CHCl3:MeOH) to remove the remaining catalyst. The product 
was then precipitated into MeOH, filtered and dried. 
Yield: PCBA 16 % (166 mg, 0.17 mmol), PCBP 88 % (1 g, 0.97 mmol). 
The yield for PCBA was significantly lower due to large amounts of side reactions 
occurring during the synthesis. 
PCBM TQ1 
PCBA PCBP 
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Scheme 5.1: Synthetic route for PCBA (top) and PCBP (bottom) 
5.3 Surface modification 
During deposition of the active layer, the amine-functionalized fullerene derivative 
tends to self-assemble at the interface of the ITO cathode. This self-organization is 
driven by differences in surface energy of the blend components and modifies the 
surface energy of the ITO electrode. UPS measurements were conducted to 
investigate the fullerenes’ influence on the work function of ITO. The ITO work 
function was measured to 4.7 eV while both PCBA and PCBP modified ITO 
exhibited a reduced work function of 3.8 eV, thus showing that both fullerene 
derivatives can be used to alter the surface work function of ITO. The change in 
substrate surface energy was concluded by measuring the water contact angle on 
ITO-substrates. Thin films of TQ1:PCBM:PCBA and TQ1:PCBM:PCBP ternary 
blends and reference TQ1:PCBM were spin-coated onto ITO substrates. The 
samples were then rinsed with neat oDCB to remove non-chemisorbed material. 
The contact angle for cleaned ITO was ~20° and 58° after treatment with oDCB.  
ITO samples with reference TQ1:PCBM or ternary blend displayed an initial 
contact angle of ~95° (Table 5.1). After washing with oDCB there is a clear 
difference in contact angle for these surfaces which is ascribed to chemisorption of 
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PCBA or PCBP onto the ITO. This implies that a layer of PCBA or PCBP is 
present at the ITO surface in the ternary blends. 
Table 5.1: Water contact angle measurements 
Sample Contact angle 
(°) 
Contact angle after 
washing with oDCB (°) 
ITO ~20 58 
ITO/TQ1:PCBM 1:1 95 50 
ITO/TQ1:PCBM:PCBA 1:0.8:0.2 94 88 
ITO/TQ1:PCBM:PCBP 1:0.8:0.2 96 84 
5.3 Blend nanostructure and thermal stability 
The crystallization of PCBM was examined by optical microscopy (Figure 5.2). 
Solutions of 1:1 TQ1:PCBM, 1:0.9:0.1 TQ1:PCBM:PCBA and 1:0.9:0.1 
TQ1:PCBM:PCBP were spin coated from (oDCB, 25 g L
-1
) and annealed at 140 °C 
for 15 min. Large micrometer sized crystals are clearly visible in the annealed 
TQ1:PCBM film (Figure 5.2 b), whereas no visible crystals are found in the films 
incorporating PCBA or PCBP (Figure 5.2 c, d).  
Figure 5.2: Optical micrographs of (a) 1:1 TQ1:PCBM as cast, (b) 1:1 TQ1:PCBM, annealed 140 °C, 
15 min, (c) 1:0.9:0.1 TQ1:PCBM:PCBA, annealed 140 °C, 15 min and (d) 1:0.9:0.1 TQ1:PCBM:PCBP, 
annealed 140 °C, 15 min 
Scanning electron microscopy (SEM) of annealed films also feature micrometre 
sized PCBM crystals and in addition a coarser nanostructure for neat TQ1:PCBM 
compared to e.g. TQ1:PCBM:PCBA (Figure 5.3). This is also seen by AFM 
measurements of 1:1 TQ1:PCBM, 1:0.8:0.2 TQ1:PCBM:PCBA and 1:0.8:0.2 
TQ1:PCBM:PCBP films before and after annealing as evidenced by an increase in 
surface roughness Rrms from 0.5 nm to 1.8 nm for the reference sample (measured 
in between the crystals). Instead, annealed ternary blend films continue to display a 
20 µm 
(a) (b) (c) (d) 
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low Rrms of 0.5-0.6 nm. Furthermore, the difference in blend nanostructure is 
confirmed by photoluminescence (PL) spectroscopy (Figure 5.4) where the neat 
TQ1:PCBM film show a much higher PL intensity after annealing compared to the 
films incorporating PCBA and PCBP. This suggests a finer intermixed blend for the 
samples with PCBA and PCBP with better contact between the polymer and 
fullerene molecules. 
Figure 5.3: SEM micrographs of 1:1 TQ1:PCBM (top) and 1:0.8:0.2 TQ1:PCBM:PCBA (bottom) films 
annealed for 10 min at 140 °C 
The thermal behaviour of the polymer:fullerene mixtures was investigated using 
differential scanning calorimetry (DSC). First heating thermograms of solution-cast 
neat TQ1:PCBM feature an endotherm with a peak at 272 °C and exotherm at 245 
°C. For ternary blends containing 10 wt%  PCBP or PCBA no transition could be 
distinguished. Based on this it is probable that PCBA and PCBP inhibits 
crystallization of PCBM, which in accordance with the absence of fullerene crystals 
seen in the SEM and AFM images of spin coated films.  
2 μm 
2 μm 300 nm 
300 nm 
Fullerene Derivatives 
 
- 45 - 
 
 
Figure 5.4: Photoluminescence spectra of TQ1:PCBM, TQ1:PCBM:PCBA and TQ1:PCBM:PCBP films 
before and after annealing at 140 °C for 10 min 
5.4 Photovoltaic performance 
The photovoltaic performance of TQ1:PCBM, TQ1:PCBM:PCBA and 
TQ1:PCBM:PCBP solar cells (Table 5.2) was investigated before and after 
annealing of the active layer. The polymer:fullerene ratio was kept constant at a 1:1 
weight ratio. Standard devices of TQ1:PCBM using the same weight ratio have 
previously shown an efficiency of 3.5% in un-annealed devices. [96] Inverted 
devices with an architecture of glass/ITO/active layer/MoO3/Al were prepared by 
spin-coating active layers from 20 g L
-1
 oDCB solutions on top of ITO. The active 
layer was then annealed at 140 °C for 15 min before evaporation of the metal 
electrodes. Due to the unsuitable work function of the ITO cathode, TQ1:PCBM 
devices show a very low VOC of 0.1-0.4 V resulting in a very low overall 
performance of 0.2 %. The improper conditions for the TQ1:PCBM devices is 
clearly visible by the shape of the corresponding IV-curves in Figure 5.5. In 
contrary, devices with PCBA and PCBP show decent VOC of 0.7-0.8 V and 
photovoltaic performance of 1-3 %. The improvement in VOC suggests that PCBA 
and PCBP alter the work function of ITO, resulting in a better matching of the 
electrode energy levels to the active material. Annealing of TQ1:PCBM devices 
600 700 800 900 1000
0
50
100
150
200
250
P
L
 i
n
te
n
s
it
y
 (nm)
 1:1 TQ1:PCBM
 1:1 TQ1:PCBM annealed
 1:0.8:0.2 TQ1:PCBM:PCBA
 1:0.8:0.2 TQ1:PCBM:PCBA annealed
 1:0.8:0.2 TQ1:PCBM:PCBP
 1:0.8:0.2 TQ1:PCBM:PCBP annealed
Fullerene Derivatives 
 
- 46 - 
 
result in a major drop in JSC from initial 7.6 mA cm
-2
 to < 1 mA cm
-2
. This is a 
result of formation of large PCBM crystals and phase separation of the blend 
resulting in a decreased polymer:fullerene interfacial area. Active layers of 
TQ1:PCBM:PCBA and TQ1:PCBM:PCBP on the other hand, retain their initial 
photocurrent and JSC of 5-9 mA cm
-2
 after annealing as well as an increased FF. The 
increase in FF is likely due to an increased self-assembly if PCBA and PCBP 
molecules at the ITO interface upon annealing, resulting in a reduction of the 
undesired charge flow at the cathode interface. Concisely, TQ1:PCBM:PCBA and 
TQ1:PCBM:PCBP devices remain stable or even improve their photovoltaic 
performance after annealing at 140 °C, whereas the efficiency of neat TQ1:PCBM 
devices is diminished by treatment at the same conditions. These differences in 
device performance are ascribed to the detrimental coarsening of the nanostructure 
as well as the growth of large PCBM crystals in TQ1:PCBM films. In contrast, the 
nanostructure of ternary blend films is preserved and, in addition, the ability of 
PCBA and PCBP to function as a self-assembling interlayer material provides a 
more favorable contact of the ITO-electrode. 
Table 5.2: Device performance initially and after annealing at 140 °C for 15 min.  Values are average 
over 4-6 cell, maximum attained PCE is shown in brackets 
Active layer blend Annealing JSC 
(mA/cm
2
) 
VOC  
(V) 
FF  
(%) 
PCE 
 (%) 
TQ1:PCBM  
1:1 
 7.5  0.1 0.3 0.2 (0.3) 
140 °C, 15 min 0.6  0.2 0.6 0.04 (0.06) 
TQ1:PCBM:PCBA 
1:0.9:0.1 
 8.8  0.73 46  2.9 (3.3) 
140 °C, 15 min 6.7 0.65 49 2.1 (2.6) 
TQ1:PCBM:PCBA 
1:0.8:0.2 
 6.5 0.71 36 1.9 (2.2) 
140 °C, 15 min 4.9 0.78 48 1.7 (2.4) 
TQ1:PCBM:PCBP 
1:0.9:0.1 
 6.6 0.76 38 1.9 (2.5) 
140 °C, 15 min 5.2 0.69 51 1.8 (2.1) 
TQ1:PCBM:PCBP 
1:0.8:0.2 
 4.8 0.69 31 1.1 (1.3) 
140 °C, 15 min 3.8 0.75 49 1.3 (1.6) 
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Figure 5.5: IV-curves of representative devices before (left) and after annealing (right) 
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6 CONCLUDING REMARKS 
Polymer solar cells are a promising alternative to silicon-based solar cells due to 
their ease of production by large-area printing or coating techniques, which offer a 
potential for low cost, flexible devices. However, several issues must be resolved 
before the efficiencies of lab-scale devices can be reproduced. One critical aspect 
concerns the inverted geometry of large-area devices that typically require 
modification of the bottom electrode with interlayers in order to achieve high 
performance. The design, synthesis and evaluation of such interfacial materials 
have been the main subjects of this thesis.  
In Chapter 3 the structure-property relationships for three DPP-based active layer 
polymers is investigated. Alkoxy substitution of the polymer influenced various 
properties, consistent with increased flexibility in the polymer chains. By 
comparing oligomer and polymer properties it is noticeable that they respond 
divergent to structural alterations due to conformational distribution that can arise 
in the polymer chain. The increase in HOMO-level for the alkoxy-substituted 
polymers together with a change in nanostructure of the BHJ blend seems to limit 
the photovoltaic performance of these polymers. 
Inverted polymer solar cells have shown superior stability compared to devices with 
conventional architecture. However, a low performance is often seen due to 
limitations at the active layer/electrode interface. One approach to overcome this 
problem is to use an interlayer material to modify the interface between the cathode 
and the active layer. Four different polymer interlayers were presented in Chapter 4. 
In the first part of the chapter, highly efficient ITO-free inverted solar cells were 
investigated using an ultrathin interlayer of PFPA-1between the TiOx/Al cathode 
and the active layer. The performance of devices was improved from 3.7% to 5.2% 
when using the PFPA-1 interlayer polymer. In addition, PFPA-1 altered the surface 
energy of the cathode, leading to the formation of a finer morphology upon 
deposition of the active layer and an improvement in JSC. Furthermore, the hole-
blocking ability of PFPA-1 contributed to an increase in FF.   
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In the second part of Chapter 4, PFPA-1 is compared to three similar polymers 
where the fluorene monomer has been exchanged with monomers that have been 
reported to have a higher photo-chemical stability. The polymer interlayers were 
studied in terms of their influence on device performance and stability on inverted 
devices with an active layer of P3HT:PC61BM. The use of the different interlayers 
increase the PCE of devices with 50% compared to devices without interlayer and 
also improves the stability of the inverted solar cells. The effect is mainly due to 
improved Voc and FF, originating from the interlayers’ ability to reduce the 
undesired charge collection at the cathode interface as well as to provide better 
energy level alignment. The results indicate that the use of an interlayer in general 
improves the stability and performance of the solar cells. It would be interesting to 
look in to the possibility of incorporating a polymer interlayer at the anode. A 
selective anode could potentially further increase both FF and VOC. 
Unfortunately, many interlayer materials have shown low air stability and in 
addition, the deposition of the interlayer introduces an additional step to the 
production process. A self-assembly approach can be employed to circumvent these 
problems. Furthermore, the roll-to-roll process usually involves several heating 
steps in order to achieve rapid solvent removal. It is therefore crucial that the 
polymer:fullerene blend nanostructure is thermally stable at these conditions. In 
Chapter 5, two fullerene derivatives, PCBA and PCBP, were used to simultaneously 
achieve both work function modification of the electrode and improved thermal 
stability of a polymer:fullerene bulk-heterojunction blend. The use of the fullerene 
interlayers resulted in higher photovoltaic performance of the inverted solar cells. 
Moreover, the photovoltaic performance is retained in polymer solar cell blends that 
otherwise rapidly deteriorates at elevated temperatures. In particular, fullerene 
crystallization in devices that contain PCBA or PCBP is hindered at annealing 
temperatures that are suitable for roll-to-roll processes. A possible continuation of 
this study could be to look in to different PCBM modifications and combinations 
thereof to potentially be able to better control the bulk nanostructure and electrode 
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work function in PSCs. It would also be interesting to try this concept using a 
functionalized derivative of the active layer polymer as a self-assembling interlayer. 
The work presented in this thesis is anticipated to be applicable to a wide range of 
polymer:fullerene systems and thereby provide valuable information for the further 
development of PSCs. 
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